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Digital Disruption… Creating New Pressures on IT

IOT
Growth in connections,
different protocols,
new traffic patterns,
more exposure

DATA
Too many data sources, 
integration challenges, 
difficult to gain insights

MOBILE AND CLOUD
More business and mobile 
apps are business critical, 

prioritization and segmentation 
required
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IT Challenges – Old infrastructure is Not Ready

PROPRIETARY INFLEXIBLE MONOLITHIC HARD-CODED MANUAL

Mandatory 24x7 Many tools, devices 
and policies

More capacity 
demands at the 

edge  
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The Changing Role of Network Switches

Traditional Wired Connectivity
+ Wireless Aggregation

+ Wired IoT
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This graphic was published by Gartner, Inc. as part of a larger research document and should be evaluated in the context of the entire document. The Gartner document is 
available upon request from Aruba, a Hewlett Packard Enterprise company. Gartner does not endorse any vendor, product or service depicted  in its research publications, 
and does not advise technology users to select only those vendors with the highest ratings or other designation. Gartner research publications consist of the opinions of 
Gartner’s research organization and should not be construed as statements of fact. Gartner disclaims all warranties, expressed or implied, with respect to this research, 
including any warranties or merchantability or fitness for a particular purpose. 

Gartner has named HPE (Aruba) a 
Leader for Wired and WLAN Access 
Infrastructure based on its ability to 
execute and completeness of vision. 

Source: Gartner Magic Quadrant for the Wired and Wireless LAN Access Infrastructure
July 2018 – Bill Menezes, Christian Canales, Tim Zimmerman, Mike Toussaint
ID Number: G00316060
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This graphic was published by Gartner, Inc. as part of a larger research document and should be evaluated in the context of the entire document. The Gartner document is 
available upon request from Aruba, a Hewlett Packard Enterprise company. Gartner does not endorse any vendor, product or service depicted  in its research publications, 
and does not advise technology users to select only those vendors with the highest ratings or other designation. Gartner research publications consist of the opinions of 
Gartner’s research organization and should not be construed as statements of fact. Gartner disclaims all warranties, expressed or implied, with respect to this research, 
including any warranties or merchantability or fitness for a particular purpose. 

HPE (Aruba) Receives 
the Highest Score in 5 

out of 6 Gartner Critical 
Capabilities Use Cases

Source: Gartner Critical Capabilities for Wired and Wireless LAN Access Infrastructure
August 2018 – Christian Canales, Tim Zimmerman, Bill Menezes, Mike Toussaint
ID Number: G00316060
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Aruba 2930F Switch Series 
New TAA version of popular 8 port compact PoE+ switch

New TAA version of popular Aruba 2930F compact, fanless model
– Aruba 2930F 8G PoE+ 2SFP+ TAA Switch (JL692A)
– 8x 1GbE PoE+ ports with and 2x SFP+ (1/10GbE) uplink ports
– Fanless switch with external power supply 

Fanless design for quiet operation in acoustic sensitive environments
New TAA  model provides 125W of PoE power to 8 ports for powering APs, cameras and IoT devices

Dimensions: 10 (w) x 10 (d) x 1.73 (h) in  (25.4 x 25.4 x 4.39 cm)

Aruba 2930F 8G PoE+ 2SFP+ TAA Switch (JL692A)
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Aruba Switching Portfolio

Aruba 5400R
Aruba 3810

Aruba 2930MAruba 2930F

Aruba 2540

Aruba 2530

Aruba 8320

Aruba 8400
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• Powerful Layer 3 access switches optimized for digital 
workplace with enterprise features - static, RIP and 
Access OSPF routing, ACLs, sFlow, IPv6. No software 
licensing required

• Zero Touch Deployment
• AirWave and ClearPass Policy Manager integration
• Scalable and resilient 8 VSF switch stacking*
• Ready for the software defined network with REST APIs
• Convenient built-in 1/10GbE uplinks, up to 740W PoE+

10GbE uplinks for better backhaul capacityCloud manageable with 
Aruba Central

Dynamic Segmentation Up to 740W PoE+ power for 
IoT, APs and cameras

Aruba 2930F Switch Series

Aruba 2930F

*requires ArubaOS-Switch 16.06 software release 
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• Powerful Layer 3 access switches optimized for digital 
workplace with enterprise features - static, RIP and 
Access OSPF routing, ACLs, sFlow, IPv6. No software 
licensing required

• Zero Touch Deployment
• AirWave and ClearPass Policy Manager integration
• Scalable and resilient 8 VSF switch stacking*
• Ready for the software defined network with REST APIs
• Convenient built-in 1/10GbE uplinks, up to 740W PoE+

10GbE uplinks for better backhaul capacityCloud manageable with 
Aruba Central

Dynamic Segmentation Up to 740W PoE+ power for 
IoT, APs and cameras

Aruba 2930F TAA Switch Series

Aruba 2930F TAA Switch Series

*requires ArubaOS-Switch 16.06 software release 
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Aruba 2930F Switch Series

Layer 3 switches with powerful programmable Aruba 
Provision ASIC

Simple to configure, robust  layer 3 switch with low latency, 
increased packet buffering for power and performance at the 
access layer.

Supported by advanced security and management tools 
like Aruba ClearPass Policy Manager and Aruba 
AirWave

Simplify with unified and consistent policy and management 
for wired/wireless users for Aruba switches, APs and 
software.

Zero Touch Provisioning Faster, easier deployment at remote sites with few or no IT 
resources.

Convenient built-in 1GbE or 10GbE uplinks, PoE+ 
models and VSF stacking 

Scalability and right size deployment with quick connectivity 
to core or aggregation switch.

Energy Efficient Ethernet, demand based dynamic ASIC 
power consumption

Green features save power and reduce OPEX.

HPE Limited Lifetime Warranty Industry leading warranty that you can rely on.
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PoE+ and non-PoE 
models

Aruba 2930F Switch Series

Management ports:
RJ-45 serial console port
Micro USB Serial console port8, 24, and 48 Gigabit port models

Aruba ClearPass 
Policy Manager 

support

Aruba AirWave 
and Central 

support

Layer 3 switching 
with static & RIP 

routing

Dynamic 
Segmentation

SDN support with 
REST APIs and 

OpenFlow
Up to 740W of 

PoE+
Zero Touch 

Provisioning

HPE Limited 
Lifetime 
Warranty

Small form factor, 
fanless 

8 Port model

High speed 
connectivity with 
1/10GbE uplinks

Future proof with 
full-featured 

IPv4/IPv6 dual stack

1GbE or 10GbE uplinks

VSF stacking*
(8 chassis)

Up to 740W of PoE+

*requires ArubaOS-Switch 16.06 software release 
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Aruba 2930F 8G PoE+ 2SFP+ Switch

125 Watts 
of PoE+ 
Power

External Power 
Supply Connection

Layer 3 switching 
with static & RIP 

routing

Fanless 
and supports
VSF stacking*

(8 chassis)

SDN support with 
REST APIs and 

OpenFlow
125 Watts of PoE+ 

Power

Dynamic 
Segmentation

HPE Limited 
Lifetime Warranty

Optional Power 
Supply Tray  for 

external PSU attaches  
to back of switch

High speed 
connectivity with 

10GbE uplinks

Future proof with 
full-featured IPv4/IPv6 

dual stack

Fanless design for 
quiet operation in an 
Office Environment

Includes hardware for 
under or top of table 
mounting and rack 

mounting

Optional cable tray 
used to secure cable 

connections from 
tampering

Zero Touch 
Provisioning, Central, 

AirWave and ClearPass 
support

*requires ArubaOS-Switch 16.06 software release 

Dimensions: 10 (w) x 10 (d) x 1.73 (h) in  (25.4 x 25.4 x 4.39 cm) Rear of unitFront of unit
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Aruba 2930F TAA Switch Series
New TAA version of popular 8 port compact PoE+ switch

125 Watts of 
PoE+ Power

Layer 3 with static, 
RIP routing, & 
Access OSPF

Fanless and 
supports VSF 

stacking*
(8 members)

On-premise 
management with 
Airwave support

Optional Power Supply 
Tray for external PS 

attaches to the rear of 
the switch

ArubaOS-Switch
 and ProVision ASIC

HPE Limited 
Lifetime Warranty 
and no software 

licensing

Optional cable tray 
used to secure cable 

connections from 
tampering

Future proof with 
full-featured IPv4/IPv6 

dual stack

Fanless design for quiet 
operation in an acoustic 
sensitive environments

Cloud-manageable 
with Central support

Simple deployment 
with Zero Touch 

Provisioning

External power 
connection

High Speed 
connectivity with 
10GbE uplinks

Aruba 2930F 8G PoE+ 2SFP+ TAA Switch (JL692A)

Dynamic 
segmentation for 

secured user access

Software Defined 
Automation with 

REST APIs

Rear of unitFront of unitDimensions: 10 (w) x 10 (d) x 1.73 (h) in  (25.4 x 25.4 x 4.39 cm)

*requires ArubaOS-Switch 16.06 software release 
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Aruba Dynamic Segmentation

No more help desk calls to move devices from one port to another

Segmented Policy Centralized PolicyAutomated Policy
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Fast and Simple Security for Any Device

Campus 
Controller 

Cluster

Corp

BYOD

IOT

Guest

Office
365

Academic
Records

n0tma1ware
.biz

AirGroup
Access 
Point

Access 
Switch

Users and 
Devices

Applications and 
Destinations

ClearPass

Roles are “Dynamic” “Segmentation” refers to the 

separation of traffic

Solution Requirements:
Aruba 2930F, 2930M, 3810 and 5400R Campus Switches (Requires ArubaOS-Switch 16.04 or later)
Aruba Mobility Controllers with AOS 8.1 or Aruba Branch Gateways with ArubaOS 8.4 and Aruba Central 2.4.3
Aruba ClearPass Policy Manager
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Dynamic Segmentation

Aruba 
Controllers

3810

Tunnels

Aruba
AP

5400R

2930M

Secured and flexible control of access layer
• Use Aruba ClearPass authentication and switch’s User Role to 
tunnel selective user/device to the Aruba Controllers 

• Policies (e.g. QoS, ACL, VLAN, rate-limit) can be enforced at 
Tunneled Node ports

Access to Controller’s applications
• Users can access Controller’s applications such as stateful firewall 
and Aruba AppRF

Higher availability and scalability
• Load balance to multiple controllers for high scalability
• Stateful failover to standby management module for high availability
• Sticky controller: avoid bouncing tunneled sessions between 
different controllers

Available on the Aruba 5400R with v3, 3810, 2930F, 2930M 
• Requires AOS 8.1 or later in the controllers

*Requires ArubaOS-Switch 16.04 software release
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Downloadable User Roles

Single point of policy management
– Dynamically assigned by ClearPass at the time 
of authentication

Builds on top of the existing local User Roles
– Every user/device is assigned a User Role 
– User Role policies include QoS, VLAN, ACL, 
Rate Limits

Consistent wired/wireless policy management
– Same as WLAN AP, simplify policy configuration 
and management

AP
ClearPass 

Policy Manager 
(CPPM)

Mobility 
Controller

ArubaOS-Switch

2. CPPM returns Role 
& Policy

1. Wired or wireless 
user provides 
credentials

PC/Laptop

BYOD

3. Role & Policy push to 
the Mobility Controller or 

Aruba Switches

*Requires ArubaOS-Switch 16.04 software release
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Protect your network with Control Plane Policing

Limit traffic going to switch CPU
–Control and protocol traffic such as MSTP, unicast and 
multicast control packet 

Prevent overloading of CPU, protect against
–Denial-of-Service attack
–Misconfiguration
–Problems in the network

User configurable rate limit

Rate Limit

*Requires ArubaOS-Switch 16.04 software release
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Resiliency and scalability with Aruba Virtual 
Switching Framework

2930F with VSF

5400R with VSF

5400R with VSF

VSF stacking
ü Simplify network operations

ü Scalable performance

ü Increases resiliency

Available on Aruba 5400R and 2930F
• Aruba 5400R

– Up to 2 members
– Chain topology

• Aruba 2930F (requires AOS-Switch 16.06)
– Up to 8 members*
– Chain and Ring topologies

*requires ArubaOS-Switch 16.06 software release 
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Flexible Management
Unique Flexibility to change management with same access switch

AirWave

On-Prem multivendor 
wired + wireless

Great for larger midsize and  
enterprise businesses, 

multiple campuses, scale 

Central

Cloud-based
wired + wireless

Great for remote IT teams, 
growing businesses, retail, 
hospitality, cloud initiatives

Web GUI

Web interface
single switch management

Great for small business, 
events



24

Simple And Fast Network Deployment

Network configured 
& running

4
Plug in Aruba 
Instant AP or 
Aruba Switch

1

Secure connection 
(HTTPS) 2

Central sends config 
details to AP/Switch3

Zero-Touch Provisioning
No On-Site Expert Needed
APs and Switches
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Target access layer deployments

Medium enterprise campus

Large enterprise campus

Aruba 2930F Aruba 2930F

or 2930F Switch
stacks

Enterprise, Midsize and 
Branch
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Aruba Helps BLUE DOG RV Work Faster, Smarter, More Efficiently

Challenge
Lost orders due to poor 
connectivity
One IT resource to 
manage 1,000+ 
devices

Aruba Solution 
Benefits
üEasier to manage
üFaster and more reliable
üAccessible anywhere

Aruba 2930 and 3810 Switches – Indoor and outdoor Aruba APs – Aruba Central

Blue Dog RV video

https://www.youtube.com/watch?v=OxTVXprNNdE
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Gigabit Access  

PoE/PoE+

Smart Rate 
Multi-Gig Ports

AirWave,
ClearPass, Central

Stacking

REST APIs

Switching

Aruba 2530 
L2

Aruba 2540 
L2 + RIP/static 

Aruba 2930F
L3 + RIP, Access 

OSPF 

Aruba 5400R
Advanced L3 

Aruba 2930M
L3 + RIP, Access 

OSPF 

VSF VSF

Aruba 3810 
Advanced L3 

Modular
Power & Uplinks

Multi-Gig Access

PoE Class 6 (60W)

Aruba Campus Access Switch portfolio

Dynamic Segmentation
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Aruba 2930F Switch Series ordering information
Product 
number Product name Access ports Uplink ports Powered ports

JL259A Aruba 2930F 24G 4SFP Switch 24 4 x 1G SFP -

JL260A Aruba 2930F 48G 4SFP Switch 48 4 x 1G SFP -

JL261A Aruba 2930F 24G PoE+ 4SFP Switch 24 4 x 1G SFP 24 PoE+ Ports (370 Watts)

JL262A Aruba 2930F 48G PoE+ 4SFP Switch 48 4 x 1G SFP 48 PoE+ Ports (370 Watts)

JL253A Aruba 2930F 24G 4SFP+ Switch 24 4 x 10G SFP+ -

JL254A Aruba 2930F 48G 4SFP+ Switch 48 4 x 10G SFP+ -

JL255A Aruba 2930F 24G PoE+ 4SFP+ Switch 24 4 x 10G SFP+ 24 PoE+ Ports (370 Watts)

JL256A Aruba 2930F 48G PoE+ 4SFP+ Switch 48 4 x 10G SFP+ 48 PoE+ Ports (370 Watts)

JL258A Aruba 2930F 8G PoE+ 2SFP+ Switch 8 2 x 10G SFP+ 8 PoE+ Ports (125 Watts)

JL557A Aruba 2930F 48G PoE+ 4SFP 740W Switch 48 4 x 1G SFP 48 PoE+ Ports (740 Watts)

JL558A Aruba 2930F 48G PoE+ 4SFP+ 740W Switch 48 4 x 10G SFP+ 48 PoE+ Ports (740 Watts)

   TAA Models

JL692A Aruba 2930F 8G PoE+ 2SFP+ TAA Switch 8 2 x 10G SFP+ 8 PoE+ Ports (125 Watts)

JL263A Aruba 2930F 24G PoE+ 4SFP+ TAA Switch 24 4 x 10G SFP+ 24 PoE+ Ports (370 Watts)

JL264A Aruba 2930F 48G PoE+ 4SFP+ TAA Switch 48 4 x 10G SFP+ 48 PoE+ Ports (370 Watts)

JL559A Aruba 2930F 48G PoE+ 4SFP+ 740W TAA Switch 48 4 x 10G SFP+ 48 PoE+ Ports (740 Watts)
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Aruba 2930F Switch Series PoE+ Power

Product 
number Product name Powered ports PoE+ Power 

Budget

Powered ports

30W devices 15.4W 
devices 7W devices

JL261A Aruba 2930F 24G PoE+ 4SFP Switch 24 PoE+ Ports

370 12 24 48

JL262A Aruba 2930F 48G PoE+ 4SFP Switch 48 PoE+ Ports

JL255A Aruba 2930F 24G PoE+ 4SFP+ Switch 24 PoE+ Ports

JL256A Aruba 2930F 48G PoE+ 4SFP+ Switch 48 PoE+ Ports

JL263A Aruba 2930F 24G PoE+ 4SFP+ TAA Switch 24 PoE+ Ports

JL264A Aruba 2930F 48G PoE+ 4SFP+ TAA Switch 48 PoE+ Ports

JL258A Aruba 2930F 8G PoE+ 2SFP+ Switch 8 PoE+ Ports 
125 4 8 8

JL692A Aruba 2930F 8G PoE+ 2SFP+ TAA Switch 8 PoE+ Ports 

JL557A Aruba 2930F 48G PoE+ 4SFP 740W Switch 48 PoE+ Ports

740 24 48 48JL558A Aruba 2930F 48G PoE+ 4SFP+ 740W Switch 48 PoE+ Ports

JL559A Aruba 2930F 48G PoE+ 4SFP+ 740W TAA Switch 48 PoE+ Ports

Support for up to 48 powered devices
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hpe.com/networking/warrantysummary

CAMPUS ACCESS SWITCHESCAMPUS ACCESS SWITCHES

Hardware Warranty
Original Owner Lifetime

Replacements
NBD Shipment

Software Updates
Posted Releases

Phone Support
(Best Effort, Product Conformance)

24x7 for 90 Days
8x5 for Lifetime

CAMPUS CORE SWITCHESCAMPUS CORE SWITCHES

Hardware Warranty
5 year

Replacements
10 day shipment

Software Updates
Posted Releases

Phone Support
(Best Effort, Product Conformance)

8x5 for 90 days

Depend On Our Industry Leading Warranty

No software licensing required
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Aruba Campus Switching Differentiators
Complete campus core to edge portfolio

Automated and Simple

Zero Touch Provisioning

Auto-config for VLAN, 
QoS, PoE priority

Full, open REST APIs 

Aruba Network Analytics 
Engine at the core

Secure and Unified

Dynamic Segmentation 
secures with Aruba 
Controllers, Services and 
ClearPass 

Unified Policy with Unique 
Aruba ClearPass 
Integration with User Role 
and Captive Portal

Flexible  Single View

Multi-vendor Aruba 
AirWave for config., mgmt. 
and monitoring 

Cloud-based Aruba 
Central for single view of 
WLAN and switching

Flexible management 
choice with same hardware

Industry leading TCO with no software licensing
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Resources

Learn more about.. 
• Aruba campus switches and the Aruba 2930F Switch Series

• Aruba 2930F TAA Switch Series data sheet

• Aruba campus switches solution brief 

• Networking services from HPE Pointnext

Aruba Switch Software
• https://www.arubanetworks.com/products/networking/switches/software/ 

Aruba Support Portal for Software, Documentation and more
• https://asp.arubanetworks.com/ 

hhttps://www.arubanetworks.com/products/networking/switches/
https://www.arubanetworks.com/products/networking/switches/2930f-series/
https://www.arubanetworks.com/assets/ds/DS_2930FSwitchSeriesTAACompliant.pdf
http://www.arubanetworks.com/assets/so/SB_CampusSwitching.pdf
http://www.arubanetworks.com/products/networking/switches/3810-series/
http://www8.hp.com/us/en/services/services-detail.html?compURI=tcm:245-846146
https://www.arubanetworks.com/products/networking/switches/software/
https://asp.arubanetworks.com/


Thank you
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Aruba 2930M Switch Series compared to 2930F 
Feature Aruba 2930M Aruba 2930F

10/40 GbE uplinks Modular up to 4 uplinks SFP+ or one 40GbE QSFP+ Fixed  4x10 GbE SFP+ or 4x1GbE SFP

HPE Smart Rate multi-gig Yes No

IEEE 802.3bt Class 6 PoE Yes (up to 60W/port) No

Power Supply Modular up to 1440W PoE+ Fixed up to 740W PoE+

Operating Temperature 0–55 degrees Celsius 0–45 degrees Celsius

Forwarding Capacity 128-176 Gb/s 56Gbps –176Gbps

Throughput Up to 112 Mpps Up to 112 Mpps

Routing 2K Static:1K IPv4 static, 10,000 Dynamic IP Routes 256 Static Entries. 10,000 Dynamic IP Routes

Stacking Modular Backplane Stacking with up to 10 units VSF stacking up to 8 units*

Power Save Mode
Allows switch to go to extremely low power 
consumption mode and back to normal on a schedule 
saving power and improving off hour security

Not supported

IEEE1588v2 Supports Transparent Clock and 1-step and end to end 
delay modes for critical timing applications Not supported

*requires ArubaOS-Switch 16.06 software release 
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Aruba 2930F and 2930M – Two Powerful Choices

When to buy the 2930F
• Easy 8 member front plane stacking over 1 or 10GbE 
ports with no additional module required

• Lower PoE+ power requirements: for 24 (370 Watts) 
or 48 ports supports 370 or 740 Watts

• Convenient models with built-in 10GbE uplinks for 
those customers anticipating needing greater bandwidth

• 2930F Series has the only compact and quiet 8-port 
fanless models with 10GbE uplinks (JL258A Aruba 
2930F 8G PoE+ 2SFP+ Switch and JL692A Aruba 
2930F 8G PoE+ 2SFP+ TAA Switch)

• No redundant or additional power options

When to buy the 2930M
• Dedicated backplane stacking (10 member) with 
optional stacking module 
• Stacking with other 2930Ms (requires stacking module in 
each stacked unit)

• When customer requires dedicated bandwidth for stacking

• Redundant power requirements: Two-built in power 
supply bays for redundant power in a 1U form factor

• Lots of PoE+ power required: 2930M for full power 48-
port PoE switch with up to 1440 Watts of PoE power 
budget

• Future proofing with High Power PoE:  2930M models 
support IEEE 802.3bt for up to 60W of PoE per port

• HPE Smart Rate connectivity: New Smart Rate models 
and/or use optional Aruba 2930M/3810M 4 port Smart 
Rate Module


